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Oxygen

Acetylene

Features :
• Body and housing cap are machined from class ‘A’ brass bar stock.
• Delrin cap bushing for smooth adjustments.

• Sintered brass inlet filter.

• Pressure gauge for easy reading.

Nitrogen

Item No. : O-65

Medium duty (UL Listed)

Item No. : N-65    

Medium duty

Item No. : O-95

Heavy duty (UL Listed)

Item No. : A-65

Medium duty (UL Listed)

Item No. : A-95

Heavy duty (UL Listed)

Item No. : O-45

Light duty (UL Listed)

Item No. : A-45

Light duty (UL Listed)

O-45 Light 2" 3000PSI 120PSI 20 CGA540 In Backmount 9/16"-18RH

O-65 Medium 2" 3000PSI 120PSI 30 CGA540 9/16"-18RH

O-95 Heavy 2-1/2" 3000PSI 120PSI 60 CGA540 9/16"-18RH

A-45 Light 2" 350PSI 15PSI 5 CGA200 In Backmount 9/16"-18LH

A-65 Medium 2" 350PSI 15PSI 5 CGA510 9/16"-18LH

A-95 Heavy 2-1/2" 350PSI 15PSI 5 CGA510 9/16"-18LH

N-65 Medium 2" 3000PSI 120PSI 30 CGA580 5/8"-18(F) RH
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